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variable spring hanger
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variable spring hanger

VSM C-VSM
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variable spring hanger
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variable spring hanger

TYPICAL APPLICATIONS

type A type A type B

type C

type F type G

type D type E
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variable spring hanger
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variable spring hanger

VSS-A VSS-B
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variable spring hanger

VSS-C VSS-D



HANGER load length X

0

spring hanger (universal locking device)

Min. Max.
212 242

UC-VSS & U-VSS UC-VSM & U-VSM UC-VSL & U-VSL

Min. Max.
277 337

Min. Max.
446 566

1 217 247 277 337 446 566
2 217 247 297 357 486 606
3 222 252 297 357 486 606
4 222 252 307 367 506 626
5 222 252 307 367 506 626
6 257 287 347 407 563 683
7 257 287 347 407 563 683
8 282 312 387 447 643 763

10 301 331 406 466 656 776
11 356 417 477 668 788
12

326
362 437 497 705 825

13
332

384 482 542 786 906
14

354
404 509 569 840 960

15
374

414 515 575 852 972
16

384
466 581 641 966 1086

17
436

493 641 701 1086 1206
18

463
540 660 720 1077 1197

19
510

585 740 800 1222 1342
20

555
638 813 873 1352 1472

21 664 886 946 1484 1604
22 754 784 1092 1152 1884 2004

9 301 331 402 462 648 768

608
634

type-F
model : UC-VSS, U-VSS

UC-VSM, U-VSM
UC-VSL, U-VSL

SIZE

install length. dimensions (mm)

load length X load length X

(universal-corrosion type) (universal-standard type)

X X
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177 207 242 302 411 531
182 212 242 302 411 531
182 212 262 322 451 571
187 217 262 322 451 571
187 217 272 332 471 591
187 217 272 332 471 591
213 243 303 363 519 639
213 243 303 363 519 639
238 268 343 403 599 719

257 287 362 422 612 732
272 302 363 423 614 734
278 308 383 443 651 771
291 321 419 479 723 843
311 341 446 506 777 897
321 351 452 512 789 909
357 387 502 562 887 1007
384 414 562 622 1007 1127
431 461 581 641 998 1118
461 491 646 706 1128 1248
498 528 703 763 1242 1362
524 554 776 836 1374 1494
632 662 970 1030 1762 1882

257 287 358 418 604 724

0
Min. Max. Min. Max. Min. Max.

1
2
3
4
5
6
7
8

10
11
12
13
14
15
16
17
18
19
20
21
22

9

HANGER load length X
C-VSS & VSS C-VSM & VSM C-VSL & VSL

SIZE
load length X load length X

spring hanger (standard type)
type-F

model : C-VSS, VSS
C-VSM, VSM
C-VSL, VSL

(corrosion type) (standard type)

X X

install length. dimensions (mm)

15

variable spring hanger



16

variable spring hanger

VSS-E VSS-F



17

variable spring hanger

VSS-G
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variable spring hanger

VSM-A



19

variable spring hanger

VSM-B VSM-C
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variable spring hanger

VSM-D VSM-E
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variable spring hanger

VSM-F

VSM-G
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variable spring hanger

VSL-A VSL-B
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variable spring hanger

VSL-C VSL-D
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variable spring hanger

VSL-E VSL-F
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variable spring hanger

VSL-G



26

variable spring hanger

C-VSS-A C-VSS-B
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variable spring hanger

C-VSS-C C-VSS-D
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variable spring hanger

C-VSS-E C-VSS-F
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variable spring hanger

C-VSS-G
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variable spring hanger

C-VSM-A C-VSM-B
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variable spring hanger

C-VSM-C C-VSM-D
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variable spring hanger

C-VSM-E C-VSM-F
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variable spring hanger

C-VSM-G
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variable spring hanger

C-VSL-A C-VSL-B
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variable spring hanger

C-VSL-C C-VSL-D
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variable spring hanger

C-VSL-E C-VSL-F
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variable spring hanger

C-VSL-G


